
tesa® insect-duo-pleated-screen-roof-
windows
Product Information

BNR 55805

Product Description
Why choose between insect screens and sun protection when you can have both? The Insect Stop 2-in-1 fly screen for
roof windows offers both. It is suitable for many roof windows thanks to its flexible adjustment and is easy to install.

Product Features
• 2-in-1 insect and sun protection: With separate pleated blinds for required protection or simultaneous use
• Restful sleep: The skylight pleated blind with insect protection ensures a pleasantly dark bedroom
• Practical: When used at the same time, the adjustable pleated window blinds can be clicked into each other to make

them easier to move up and down
• Additional insulation due to honeycomb structure: Less heat penetrates the house in summer, and less cold in winter
• Telescopic profiles spare the need for sawing: The pleated blinds can also be cut to size using the included template
• Installation without drilling: Thanks to the 8-point mounting system with tesa® Powerstrips, the blackout shades stick

securely and can be removed without a trace if required
• Permeable: Even when the pleated insect screen is pulled down, you can still see out of the window
• 5-year warranty: High-quality aluminum profiles and the polyester fabric ensure that the pleated blind will last for years
• Scope of delivery: Fly screen and pleated blackout blind, telescopic frame, 9 Powerstrips, 1 cutter knife, installation kit

and instructions

Properties/Performance Values
• Applicationfield Home, Window
• Average installation time 1 hour(s)
• Installation of products Via adhesive

tape / strips / liquid
application

• Material Aluminium

• Residue-free removability yes
• Reusable yes
• Warranty 5 years
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For latest information on this product please visit http://l.tesa.com/?cp=NaN
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Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.
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